— Model Selection Guide

Which model is best for you ? Display  :LCD (L Type) or VFD (V Type)
Capadity :HV-15, 60, 200(kg) / HW~-10, 60, 100, 200(kg)
Model Resolution : 0.001kg to 0.1kg/0.002 b to 0.2 Ib
PanSize :Llarge (390 X 530 mm/15.4 X 20.9 inches)
HV D D D KGL' «<LCD Medium (330 X 424 mm/13.0 X 16.7 inches)
Small (250 X 250 mme.B}x 9.8 inches)
Range . Single Range (HW-G Series
V:+-VFD 0.001kg to 0.02kg/0.002 Ib to 0.05 Ib
Triple Range (HV-G Series)
HW-D D D KGL:::LcD Example: HV-15KGL
Capacity : 3kg/6 b Resolution : 0.001kg/0.002 Ib
Capacity V' «VED Capacity : Gkg/15 b Resolution : 0.002kg/0.005 Ib
Capacity : 15kg/30 Ib Resolution : 0.005kg/0.01 I
Specifications
Hv-GL/GV Series

Vacuum Fluorescent DI pla
HV-GOKGY HV-200KGV

HW-15KGY

| Capacity(kg) 15| 6 | 3 |60 30 15 (220|150 60 [ 15| 6 | 3 |60 | 30 | 15 | 220 150 | 60
[Resalution(kg) 0,005(0.062/0:001] 0.02 [ 001 |0.005( 0.1 | 0.05 | 0,02 |0.005]0.002/0.001] 0.02 | 0.01 [0.005| 0.1 | 005|002 |
Capacity(lb) 30 | 15 | 6 |150| 60 | 30 | 500|300 150 | 30 | 15 | 6 | 150 | 60 | 30 | 500 | 300 | 150
[Resolution{[b) 0.01 |0.005/0,002| 0,05 | 0.02 | 001 | 02 | 0.1 | 0,05 [ 001 J0.005]0.002] 0,05 [0.02 001 | 02 [ 01 [0.05]
Max Count (Pieces) 15000 12000 11000 15000 12000 11000
Cperating Temp —10°C 10 40°C —— Il
Linearity(g) 45 | +2 | #1 |#20 | £10 [ £5 |£100] 50 [220 [ =5 [ #2 [ 1 [ +20 [+10 | #5 [+100] +50 | £20
Span Drift 20ppm7C typ.
Pan Size. 1EM 250 % 250 330x424 | 390%530 250 % 250 330 % 424 390 % 530
| {inches * 98X 98 130X167, | 154x209 98%98 | 130x167 15.4 % 209
P Imm ™ | 275 % 474 X 368 | 330 X 621 X 771 | 390 X712 % 773 | 275 X 474 X 368 | 330 X 621 X 771 | 390 X712 X773
{inches | 108X 187 %X 145 | 130X 244X 304 | 154 %28.0X 304 | 108X 187X 145 | 13.0X24.4 X304 | 154 X28.0X304
Power \C Adapter or 6 D alkaline Batteries (600 hours) E— S — AC
Weight fapproximately) | 6kg/13.21b | 11kg24.310 17kg3750b | 7kg/1540b | 12kgl2651 | 18kg/3971b
Standard Accessorfes| ~ AC Adapter, Display Cover, Manual 1 Display Cover, Manual

HW-GL/GV Series

Capacityke) | '

Resolution(kg) 0.02 0001 | 0005 001 |

Capacity{lb) 0 500 20 | T I e [T

Resc ey | o002 | 005 0002 | 001 002 | .05

|Max Count (Pleces) | 10000 | 12000 10000 11000 | 10000 12000 10000 | 11000

Operating Temperature ==t ) 7 —10°C to 40°C —

Linearitylg) +2 | =10 20 [ *40 £2 +10 20 | 40

Span Drifl . 1N 20ppmf'c typ. —

pan size | MM | 250 X250 | 330 424 390 X 530 | 250X 250 | 330X 424 390 X 530
[lnch 98%08 | 13.0X167 15.4 X 209 98X0.8 | 130X 167 154209 |

WU [rrrm 275 X 474 ¥ 368|330 X 621 X 771 | 390X 712X773 275 X 474 X 368|330 X 621 X 771 390X 712X 773

[inches ** [ 108X 187X 145 | 13.0% 244 % 304 154 %280 %304 108 % 1B7 X145 | | 130X 44%304 |

Power AC Adapter or 6 D alkaline (600 hours) AC

Weight (approximately) | 6kg/13.21b | 11kg/24.31b | 17kg/37.5 Ib 7kg/15.41b | 12kg/26551b | 18kg/39.7 Ib

| Standard Accessaries AC Adapter, Display Cover, Manual DIs|:|Ia\.r Cover, Manual

* Stainless Steel Welghing Pan (No Comer Plece) WX D “WXDXH Specifications are subject to change for improvement without nolice.

Options Accessories

HVW-02G Extension Cable (5m) AX-PP156-5 Printer Paper for the HYW-06G (10 rolls)

HVW-03G — RS-232C with Comparator Relay Out/Buzzer AX-ERC-05-5 — Ink Ribbons for the HYW-06G (5 pieces)

HVW-04G R5-422/485 with Comparator Relay Out AX-KO1557-W200 — Connection Cable between HYW-G Relay Output and

HVW-06G — Built-In Printer for HV-GV and HW-GV AD-8951

HVW-13 —— Roller Conveyor: HV-200K, HW-1D0K/200K
HVW-14 —— Raller Conveyor: HV-60K, HW-60K

A&D Company, lJmIted

3-23-14 Higashi-lkebukuro, Toshima-ku, Tokyo 170-0013 JAPAN

Teiephone. (81] (3) 5307-6132 Fax. (67) (3 -5148
hﬂﬁ? Esnidg) ax: [81] (3)

A&D ENGINEERING, INC,

1555 McCandless Drive, Milpitas, CA. 95035 U.S.A

Telephone: [1] (408) 263-5333 Fax: [1] [493) asa o119
A8D MERCURY PTY, LD,

32 Dew Street, Thebarton, South Austraiia 5031 AUSTRALIA
Telephane: [61] (8) 83018100 Fax: [61] (8) B352-7409

(DINEpins-7pins, 2m)

...Clearly a Better Value

ABD INSTRUMENTS LTD.

Unit 24/26 Blacklands wa¢ Abingdon Business Park,
Abingdon, Oxon OX14 10Y United Kiny

Telephone; [44] (1235) 550420 Fax: [44] (1235) 550485

{German Sa[es 0ﬂlce>

GroBe Strafie 13 b 22926 Ahrensburg, GERMANY
Telephane: [46] (0) 4102 459230 Fax: [49] (0) 4102 459231
A&D KOREA Limited

Manhattan Bg;? BF, 35-2 Yoldo-dong, You gpb—gu Seoul, KOREA
Telephone: [82] (2) T80-4101 Fax: [82] (2) S HV G ADCC.08:KDS a

HV-G/HW-G Series
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Two Types of Displays

Large and Clear Display
Digit height : LCD 25mm/VFD 20mm

m
Portable Battery Operation
Operate in areas

with low or no power.

_
1‘! =:., A Printer {Option anly for VFD Type)
=H Y

Dot Impact Printer
Print out your data for
safe keeping.

Water and Dust Resistant

The stainless steel weighing pan and sealed base are
resistant to water and dust. (IP-65)
The weighing pan is easy to clean.

Stalnless Steel Welghing Pan

Water and Dust Resistant
Protection for

Load Cell Sensor

The Gore-tex® membrane
wicks moisture away

! and keeps it away.

" GoreTex Isa reglstered trade mark
of W, L Gore & Assoclates.

Triple Range

Resolution can be changed
automatically for 3 capacity levels.

— More Sophisticated Functions

®Comparator

Set the high and low weight targets and

show HI/OK/LO on the display.

® Comparator Buzzer with OP-03

Optional comparator output sounds buzzer on
selected comparator settings.

@ Setpoint Control for Simple Batching

The weighing data can be controlled at 3
setpoints, Full Flow/Preliminary/Zero Band
outputs,

Wide Selection
14 Models
3 Platform

1/10,000 High Resolution

Ideal for applications
requiring enhanced resolution.

@Tilting Meter Head

Meter head tilts on the column to adjust for
the best viewing angle. Relieves neck and
eye strain.

@Standard RS-232C

Bi-directional R5-232C to connect with PC and
AD-8121B printer.

®Counting and % Function

@M+ Function for totaling weighing data

| st
Food Processing/ Fish Industry
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