SPECIFICATIONS:

sLCD Display:3 3/4 Digits With 4000 Counts

eSampling Rate:Approx. 3 Times/ Sec.
sLow Battery: g3 Symbol Display

sBattery:Battery LR-44 (1.5V) x 2 or SR-44x2
sBattery Life: Approx. 200 Hours At DCV

eSafety Standard:IEC 61010 600V CAT.Il 300V CAT.II,

Paliution Degrea 2

TEME / HUMIDITY:

e0peration:0° ~ 50°C (32°F ~ 122°F) / Below 80% R.H.
(no condeansation)
#Siorage:-10° - 60°C (14°F ~ 140°F) / Below 70% R.H.
{no condensation)

MEASUREMENT RANGES: (23°C + 5°C, B0 ALH. MAX.)

DE-15

.18 without notice In prior.

*Accuracy: + (%rdg +dgt)
Messuremant | Range [Resclution| Accuracy H.L'l':t".':_“ Remarks
400my | 0.mV 0.7%43 > 100K
v & 0.001v Aprox, 11Mi1
a0V 0.0
e AD0V 0. 1.3%e3 Apprax. 10K
00V W
FEATURES : Measurement | Range |Rnunlulinn Accuracy H';Et:tm Remarks
sAuto Range ay 0.00V Apgros, 11NLY r
; mAciracy in e
eAuto Power Off Selection v av_| 00tV s case of sine wave
29 Ranges Of Measurament {acw) | 4000 0.1y 2348 Approx, 1080 | SErRGUANCY rNge
#Capacitance Measurement OOV L -
®Hz / Duty Measurement Measurement | Range |Resolution| Accuracy Remarks
sRelative Measurement 4000 | 040
#Data Hold 4k} 0.0 kG 20445 wOpan voltegs: Appros. 0.4
#3 3/4 Digits 4000 Counts LCD Display 0 Alkdl | D.01KG Wt FresdesUring curmertt ohanges in
eAttachable Test Leads - Easy Tuck Away R L] T e
400 0.01ME 10%45
DIMENSION & WEIGHT:
Measurement| Range |Resolution| Accuracy Remarks
o1 21 (LG8 W)x20(H)mm
{4.8"2. 7"%0.8") :ﬂfllll:!} 4 0,008 10%6+5 sOpan voliegs: Approx. 1.5V
® Approx. 86g (0.21 Ibs.)
{Including Batteries) Measurement | Range |Resolution Remarks
L1} Buzzer ds at less than 1004
ACCESSORIES: :auzllﬁ'm 4000 0.40 o elinge A S0
winstruction Manual .....cccoeeinnn, 1
#LR-44 Button Cell {installed).............. 2 Measurement “':Eiﬂ'_ﬂ"t;m ‘*‘5:“;“! Remarks
oTest Lead (black + red attached with Meter)... 1 et :
1F “d00F | 0nF E%e10 "mpm“’ﬂr:;ﬂﬁ?hhmmm’“ by
(CAP) AuF uF forwarding measisamant.
a0uF T0pF
ZO0F | D.uF kil
Measurement| Range | Resoclution| Accuracy Remarks
0.988Hz [ 0.00MHz
BRBEHr | DOTHZz mAccuracy In the case of sine wave.
Hz ge89Hz | 0.1He 0T%+8 0,800 Hz —3.90Hz. 1 0Vrma min.
o, BikHz .o Kkl 95 989k Hz: 400V rms min,
88.99kHz| 0.01kHz
Measurement| Range |Resolution| Accuracy Remarks
| mAboad input sensitivity and Tnequency
'[:s;q e DUTY 50% inpud
—_— e ‘wWave n|
DUTY  Jot-ao%| o1% 25V 010 poakinputs 1K |
. 6V 0 10 peak input> 10kHz
Appearance and spacificalion may ba reviged | naeded 40 0 to peak input> TOkHz
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