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DE-19S

Smart  Pocket Multimeter

ISO 9001

● Operating : 0°C~50°C(32°F~122°F) <80% R.H.(without condensation)
● Storage : -10°C~60°C(14°F~140°F) <70% R.H.(without condensation)
● Dimension : 130(L)x81(W)x24(H)mm (51”x32”x9.5”)
● Accessories : 
    ● Battery AAA 1.5V .......................................2
    ● Instruction Manual .....................................1
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● Built-in auto check measurement signals
● Data hold 
● Auto power off selection 
● MAX / MIN data hold
● Auto range & manual range 
● Overload protection 
● One key shift reading of Hz & V
● Backlight... Blue
● Test leads complied with IEC61010-031 
   Edition 1.0 2008-02
● LCD Display：6000 Counts
● Safety standard：IEC 61010-1 CAT. II 600V 
                                  IEC 61010-1 CAT. III 300V
● Related model：DE-19T (AVG)



Specifications and appearance may be revised if 
needed without any prior notice. Any further product 
info, please contact us.

MEASUREMENT RANGES

ecnatsiseR tupnInoituloseR DCLegnaRtnemerusaeM

600.0mV 0.1mV

6.000V 0.001V

60.00V 0.01V

600.0V 0.1V

Measurement Range LCD Resolution Accuracy Remarks Input Resistance

zH06~54 egnar ycneuqerF5+%2.1Vm1.0Vm0.006

zH004~54 egnar ycneuqerF5+%2.1V100.0V000.6

zH004~54 egnar ycneuqerF5+%2.1V10.0V00.06

zH004~54 egnar ycneuqerF5+%2.1V1.0V0.006

Measurement Range LCD Resolution Remarks

6.000kHz 0.001kHz

60.00kHz 0.01kHz

100.0kHz 0.1kHz

egatloV tupnI mumixaMnoituloseR DCLegnaRtnemerusaeM

600.0Ω 0.1Ω

6.000kΩ 0.001kΩ

60.00kΩ 0.01kΩ

600.0kΩ 0.1kΩ

6.000MΩ 0.001MΩ

60.00MΩ 0.01MΩ

egatloV pooL-nepOnoituloseR DCLegnaRtnemerusaeM

2.000V 0.001V              Approx. 2.0V

egatloV pooL-nepOnoituloseR DCLegnaRtnemerusaeM

600.0Ω 0.1Ω              Approx. 1.2V

Measurement Range LCD Resolution Remarks

6.000nF 0.001nF

60.00nF 0.01nF

600.0nF 0.1nF

6.000μF 0.001μF

60.00μF 0.01μF

600.0μF 0.1μF

6.000mF 0.001mF

60.00mF 0.01mF

Buzzer sounds at less than 30Ω

Hz

Remarks

Accuracy

0.5%+3

0.3%+3

0.5%+3

0.5%+3

Accuracy

0.1%+3

0.1%+3

0.1%+3

Accuracy

1.0%+5

1.0%+5

1.0%+5

1.0%+5

2.0%+5

3.0%+5

Accuracy

2.0%+5

Accuracy

2.0%+50

2.0%+8

2.0%+5

2.0%+5

2.5%+5

2.5%+5

3%+5

3%+5

Approx. 600V

● DCR scan mode
sensistivity is 400pF (Min.)

Approx. 10MΩ

Approx. 10MΩ

● Sensitivity of signal is 10%
full scale of voltage or current.
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