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Digital Torque Wrench（WP Series） 
 

Main Features： 
1. Powerful operation for “Torque Setting”, “Unit Setting”, “Mode Setting”, “Data Storage”, 

“Data Clear”, “Data Output” and “Online Calibration”. 
2. 9 pre-setting used torque measurements stored in the memory with only one button press for 

checking and switching. 
3. While using and the LCD is not visible, the 6 LEDs (1 red / 5 greens) or 12 LEDs (2 reds / 10 greens) 

would side perceptible to provide notice for torque value. 
4. The total length is short which is more suitable for small space to use. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 

MMooddeell：：WWPP22--003300XXXX  ~~  WWPP44--334400XXXX  
RRaannggee：：3300  ~~  334400  NN--mm  
HHeeaadd：：11//44””、、33//88””、、11//22””  
AAccccuurraaccyy：：±±22%%（（CCWW））、、±±33%%（（CCCCWW））  

NNoonn--sslliipp  ggrriipp  hhaannddllee  

SSuuppppoorrtt  AAAAAA  oorr  AAAA  
rreecchhaarrggeeaabbllee  bbaatttteerryy  

FFiixxeedd  rraattcchheett   

SSttrriicctt  eennvviirroonnmmeenntt  
tteesstt  ppaasssseedd    

WWaatteerr  iinnddiiccaattoorr  iinnssiiddee  

UUnniiqquuee  ccooddee  ffoorr  
eeaacchh  wwrreenncchh  

OOvveerrllooaadd  rreeccoorrdd  
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UUnniitt：：NN--mm、、IInn--llbb  
fftt--llbb、、kkgg--ccmm  

  

MMooddee：：PPeeaakk  hhoolldd // TTrraacckk

RReessoolluuttiioonn：：  
11//44””、、33//88””－－  00..0011  NN--mm  //  00..11  iinn--llbb  //  00..0011  fftt--llbb  //  00..11  kkgg--ccmm  
33//88””、、11//22””－－  00..11  NN--mm  //  11  iinn--llbb  //  00..11  fftt--llbb  //  11  kkgg--ccmm  

CCoommmmuunniiccaattiioonn  ppoorrtt  
wweebb--ccaalliibbrraattiioonn 

BBuuzzzzeerr  

BBrriigghhtt,,  pprrooggrreessssiivvee  aanndd  66--LLEEDDss  ((11  rreedd  //  55  
ggrreeeenn))  oorr  1122--LLEEDDss  ((22  rreedd  //  1100  ggrreeeenn))  

CC  bbuuttttoonn：：  
PPoowweerr  oonn  //  rreesseett    

MM  bbuuttttoonn：：  
OOnnllyy  oonnee  bbuuttttoonn  pprreessss  ffoorr  sswwiittcchhiinngg  aanndd  cchheecckkiinngg  
bbuuttttoonn  ffoorr  99  ffrreeqquueenntt  uusseedd  mmeeaassuurreemmeennttss  ssttoorreedd  iinn  
tthhee  mmeemmoorryy..  

DDaattaa  ssttoorraaggee  
uupp  ttoo  225500  

UUpp  &&  DDoowwnn  bbuuttttoonn：：  
TToorrqquuee  sseettttiinngg  

UU//SS  bbuuttttoonn：：  
WWhheenn  pprreessss  UU  bbuuttttoonn  wwiitthh  oonnee  sseeccoonndd  wwoouulldd  sshhoowwnn  
““UUnniitt  SSeettttiinngg””  oonnllyy..  WWhheenn  pprreessss  UU  bbuuttttoonn  wwiitthh  hhoolldd  
mmoorree  tthhaann  oonnee  sseeccoonndd  wwoouulldd  sshhoowwnn  ””  MMooddee””,,  ““DDaattaa  
SSttoorraaggee””,,  ““DDaattaa  CClleeaarr””,,  ““DDaattaa  OOuuttppuutt””  aanndd  ““OOnnlliinnee  
CCaalliibbrraattiioonn””  ..  

SSiiddee  ppeerrcceeppttiibbllee  wwhheenn  ttoorrqquuee  sseettttiinngg  iiss  rreeaacchheedd  
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WP2-030BN 
WP2-030BR 

WP3-030BN 
WP3-030BR 

WP3-060BN 
WP3-060BR 

WP3-085BN 
WP3-085BR 

 

BN BR BN BR BN BR BN BR 
Square Drive (inches) 1/4 3/8 3/8 3/8 

Length (mm) 221 221 230 271 
Accuracy *2 CW：±2%、CCW：±3% CW：±2%、CCW：±3% CW：±2%、CCW：±3% CW：±2%、CCW：±3% 

Max. Operation Range 30 N-m / 22.12 ft-lb 
265.5 in-lb / 306.1 kg-cm 

30 N-m / 22.12 ft-lb 
265.5 in-lb / 306.1 kg-cm 

60 N-m / 44.24 ft-lb 
1195 in-lb / 612.2 kg-cm 

85 N-m / 62.7 ft-lb 
752 in-lb / 867 kg-cm 

Measured Torque 
Range 

1.5~30 N-m / 1.11~22.12 ft-lb 
13.3~265.5 in-lb / 15.3-306.1 kg-cm

1.5~30 N-m / 1.11~22.12 ft-lb 
13.3~265.5 in-lb / 15.3-306.1 kg-cm 

3~60 N-m / 2.21~44.24 ft-lb 
26.5~530.9 in-lb / 30.6~612.2 kg-cm

8.5-85 N-m / 6.3-62.7 ft-lb 
75-752 in-lb / 87-867 kg-cm 

Pre-Setting No. 9 Sets 9 Sets 9 Sets 9 Sets 
Bright LED 6 LED / 1Red+5Green 6 LED / 1Red+5Green 6 LED / 1Red+5Green 6 LED / 1Red+5Green 

Resolution 0.01 N-m / 0.01 ft-lb 
0.1 in-lb / 0.1 kg-cm 

0.01 N-m / 0.01 ft-lb 
0.1 in-lb / 0.1 kg-cm 

0.01 N-m / 0.01 ft-lb 
0.1 in-lb / 0.1 kg-cm 

0.1 N-m / 0.1 ft-lb 
1 in-lb / 1 kg-cm 

Data Memory Size 50 250 50 250 50 250 50 250 
Communication *3 No Yes No Yes No Yes No Yes 

Head Type Lever Type Ratchet Lever Type Ratchet Lever Type Ratchet Lever Type Ratchet 
Gear Teeth 48 48 48 48 

Unit Selection N-m, ft-lb, in-lb, kg-cm N-m, ft-lb, in-lb, kg-cm N-m, ft-lb, in-lb, kg-cm N-m, ft-lb, in-lb, kg-cm 
Operation Mode Peak Hold / Track Peak Hold / Track Peak Hold / Track Peak Hold / Track 

Button 5 5 5 5 
Battery AAA x 2 AAA x 2 AAA x 2 AAA x 2 

Battery Life *4 
(Continuous operation) 48 Hours 48 Hours 48 Hours 48 Hours 

Battery Life *4 
(Standby) 6 Months 6 Months 6 Months 6 Months 

Operating Temperature -5℃~50℃ -5℃~50℃ -5℃~50℃ -5℃~50℃ 
Storage Temperature -20℃~70℃ -20℃~70℃ -20℃~70℃ -20℃~70℃ 

Humidity Up to 90% non-condensing Up to 90% non-condensing Up to 90% non-condensing Up to 90% non-condensing 
Drop Test 1 m 1 m 1 m 1 m 

Vibration Test *5 10G 10G 10G 10G 
Life Time *6 10000 cycle 10000 cycle 10000 cycle 10000 cycle 

Environmental Test *7 Pass Pass Pass Pass 
Electromagnetic 

Compatibility Test *8 Pass Pass Pass Pass 

Specifications 

Model No. *1
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WP3-135BN 
WP3-135BR 

WP4-135BN 
WP4-135BR 

WP4-200BN 
WP4-200BR 

WP4-340BN 
WP4-340BR 

 

BN BR BN BR BN BR BN BR 
Square Drive (inches) 3/8 1/2 1/2 1/2 

Length (mm) 380 380 520 640 
Accuracy *2 CW：±2%、CCW：±3% CW：±2%、CCW：±3% CW：±2%、CCW：±3% CW：±2%、CCW：±3% 

Max. Operation Range 135 N-m / 99.5 ft-lb 
1195 in-lb / 1378 kg-cm 

135 N-m / 99.5 ft-lb 
1195 in-lb / 1378 kg-cm 

200 N-m / 147.5 ft-lb 
1770 in-lb / 2041 kg-cm 

340 N-m / 250.7 ft-lb 
3009 in-lb / 3469 kg-cm 

Measured Torque 
Range 

6.8-135 N-m / 5~99.5 ft-lb 
60~1195 in-lb / 69~1378 kg-cm 

6.8-135 N-m / 5~99.5 ft-lb 
60~1195 in-lb / 69~1378 kg-cm 

10-200 N-m / 7.4~147.5 ft-lb 
88~1770 in-lb / 102~2041 kg-cm 

17-340 N-m / 12.5~250.7 ft-lb 
150~3009 in-lb / 173~3469 kg-cm 

Pre-Setting No. 9 Sets 9 Sets 9 Sets 9 Sets 
Bright LED 6 LED / 1Red+5Green 6 LED / 1Red+5Green 12 LED / 2Red+10Green 12 LED / 2Red+10Green 

Resolution 0.1 N-m / 0.1 ft-lb 
1 in-lb / 1 kg-cm 

0.1 N-m / 0.1 ft-lb 
1 in-lb / 1 kg-cm 

0.1 N-m / 0.1 ft-lb 
1 in-lb / 1 kg-cm 

0.1 N-m / 0.1 ft-lb 
1 in-lb / 1 kg-cm 

Data Memory Size 50 250 50 250 50 250 50 250 
Communication *3 No Yes No Yes No Yes No Yes 

Head Type Lever Type Ratchet Lever Type Ratchet Lever Type Ratchet Lever Type Ratchet 
Gear Teeth 48 48 48 48 

Unit Selection N-m, ft-lb, in-lb, kg-cm N-m, ft-lb, in-lb, kg-cm N-m, ft-lb, in-lb, kg-cm N-m, ft-lb, in-lb, kg-cm 
Operation Mode Peak Hold / Track Peak Hold / Track Peak Hold / Track Peak Hold / Track 

Button 5 5 5 5 
Battery AAA x 2 AAA x 2 AA x 2 AA x 2 

Battery Life *4 
(Continuous operation) 48 Hours 48 Hours 110 Hours 110 Hours 

Battery Life *4 
(Standby) 6 Months 6 Months 1 Year 1 Year 

Operating Temperature -5℃~50℃ -5℃~50℃ -5℃~50℃ -5℃~50℃ 

Storage Temperature -20℃~70℃ -20℃~70℃ -20℃~70℃ -20℃~70℃ 

Humidity Up to 90% non-condensing Up to 90% non-condensing Up to 90% non-condensing Up to 90% non-condensing 
Drop Test 1 m 1 m 1 m 1 m 

Vibration Test *5 10G 10G 10G 10G 
Life Time *6 10000 cycle 10000 cycle 10000 cycle 10000 cycle 

Environmental Test *7 Pass Pass Pass Pass 
Electromagnetic 

Compatibility Test *8 Pass Pass Pass Pass 

 

Specifications 

Model No. *1
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【Note】： 
*1. Product name selection guide 
 

WPX -Y Y Y Z  W 
 

X：2 --- Square drive 2/8(1/4) inches 
3              3/8 

    4              4/8(1/2) 
 

   YYY：030 --- Max. Operation range 30 N-m 
060                        60 
085                        85 

         135                       135 
         200                       200 
         340                       340 
 

Z：B --- Accuracy ±2% (CW)、±3% (CCW) 
 

W：R--- Support communication 
N---- None 

 
*2. The accuracy of the readout is guaranteed from 20% to 100% of maximum range + /- 1 increment. The torque accuracy is a typical value. Calibration 

point is at the middle line of the five anti-grip lines on the rubber handle. For keeping the accuracy, calibrate the wrench for a constant period time (1 
year). And the accuracy is based on the zero degree of offset from perpendicular drive. 

*3. Use a special designed cable (accessory) to upload record data to PC.  
*4. Use two AAA or AA batteries (Test condition: Toshiba carbon-zinc R6UG battery) 
*5. Horizontal and vertical test 
*6. One cycle means swing the torque wrench from 0 N-m to maximum range and back to 0 N-m. 
*7. Environmental test： 

a) Dry heat b) Cold c) Damp heat  d) Vibration 
e) Drop     f) Change of temperature g) Impact (shock) 

*8. Electromagnetic compatibility test： 
a) Electrostatic discharge immunity (ESD) b) Radiated susceptibility c) Radiated emission 

 


