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Hygrothermometer for Humidity and Temperature Measurement
TFH 620

@ Technical Data
Type TFH 620
@ Measurement range: Humidity 0%trH...100 % rH

| g Measurement range: Temperature 0°C ... +60 °C (32 °F ... 140 °F)

i Accuracy: Humidity +2 % rH (from 5 % ... 95 %)

| ’ Accuracy: Temperature +0.3 °C (£0.5 °F)
Resolution: Humidity 01 %
Resolution: Temperature 0.1 °C (0.2 °F)
Operating temperature 0°C ... +50 °C (32 °F ... 122 °F)

l'r Storage temperature -25°C ... +60 °C (-13 °F ... 140 °F)
Protection class IP 67 (device without probe)
Dimensions (L x W x H) 115x 54 x 22 mm
Housing material ABS
Weight approximately 90 g
L Display LCD
Humidity sensor capacitive sensor
Temperature sensor Pt 1000
l Sensor position external, removable probe
: Number of channels 2
Battery lithium battery 3.0 V/ 1000 mAh
Battery lifetime up to 5 years
. Sampling rate 1s-15s

Certifiacte Factory calibration certificate

TFH 620

Applications - |

e Humidity and temperature measurement e Storage monitoring e Food products industry
for sensitive food products * Incoming goods inspection ¢ Maturing room
o Computer rooms ¢ Environment monitoring
 Reliable and precise e °C / °F switchable e Factory calibration certificate
e Robust and impact resistant ¢ Hold, MIN / MAX e Battery charge indicator
Description Type Part No.
Hygrothermometer with air probe TFH 620 + T pH 100 1340-5621
Calibration Case for TFH 620 AH 600 1340-5097
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