
X1000
SHARPNESS . CLEARNESS . BRIGHTNESS



‧7” TFT LCD 
‧1m drop resistence
‧Sharp,Clear,Bright images
‧800x480 display resolution
‧640x480 video/photo resolution
‧Rechargeable battery with 6 hour capacity
‧Skype communication ready
‧LED backlight function keys : great for low 
    light inspection
‧3 easy ways to capture pictures : 
       -from the system
       -articulation probe 
       -remote control  
‧Neck/Hand strap : convenience
‧Light weight : only 1.3kg

KEY FEATURES

ACCESSORIES

2m holding tube

6.0mm
dual view 

6.0mm
70° mirror Sun visor

Neck strap Hand strap

Remote controlPin probe

Also include: USB cable, AV cable, clean set, SD  card, user manual, installation driver
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Simply connect to internet,you can Skype out 
to communicate with another PC anywhere.

SKYPE READY

DISTINGUISHING IMAGE QUALITY

NOW

3 WAYS TO CAPTURE YOUR IMAGES 

From the system

From the articulation probe

DUAL VIEWS IN DIVIDED SCREENS
To see front view and side view simultaneously 
(designated lens is need )

Side view

Front view

LIGHT WEIGHT
Adjustable neck/shoulder strap for  inspection
or carrying.

To verifty the difference 
betwween identical/simi-
lar object,you can put 
notes on the picture. 

COMPARE

Real-time measurement 
with grids for sophisti-
cated objects. (cm/in)

DISPLAY GRID

CLARITY+
SHARP IMAGES

NEGATIVE+
IDEAL FOR CRACK INSPECTION

PASTPAST

From the remote control
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Features Description
 LCD  7” LCD ( 800 x 480 ) 
 Snapshot  640 * 480,jpeg
 Recording  640 * 480 , MPEG4 (with audio) 
 Dimension  240 * 154 * 47mm 
 Weight  1.3kg (2.86 lb)
 Dust & Water proof  IP57 resistant
 Drop height  1m 
 Battery  Li-polymer (Non-Interchangeable) 

 6 hours capacity / 3 hours charge to full 
 Working temperature  -10 ~ 60
 Storage temperature  -20 ~ 80
 USB  Mass storage mode 

 Webcam mode 
 Storage  SD card , up to 32G
 AV output  NTSC / PAL 
 Audio input  Built-in microphone 
 Audio output  Headphone Jack 
 Brightness Adjust  8 + 1 (Boost) levels 
 UI Languages 28

 

2 WAY ARTICULATION TUBE

SPECIFICATIONS

Features Description 
Probing head diameter 6.0mm  
Tube length 2m 
Articulation 2 way 
LED Front / Side 
Button Snapshot /LED + / LED -  
Button lock Lock up buttons function

 APPLICATIONS

R brand

O brand

MITCORP
X1000

PERFORMANCE COMPARISON


