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WEATHER  INSTRUMENTS PSYCHROMETERS,  MIN-MAX  THERMOMETERS

No. 7320-00  AUGUST  PSYCHROMETER 

SPECIFICATIONS
Measuring range:  –20 to 50°C
Min. graduation:     0.5°C
Accuracy:              ±0.5°C
Dimensions:          420 (W) x 110 (H) mm 
Weight:                  0.14 kg
Accessories:          Metal frame, conversion table

No. 1519-00 
PSYCHROMETER  MODEL  SK-1
SPECIFICATIONS
Measuring range:  –10 to 50°C
Min. graduation:     1°C
Accuracy:              ±1°C at 0 to 30°C
                              ±2°C at other range
Dimensions:          104 (W) x 260 (H) x 28 (D) mm 
Weight :                 Approx. 0.11 kg 

No. 1518-00 
WOODEN  BASE  PSYCHROMETER
SPECIFICATIONS
Measuring range:  –30 to 50°C
Min. graduation:     1°C
Accuracy:              ±1°C at 0 to 30°C 
                              ±2°C at other range
Dimensions:          79 (W) x 271 (H) x 29 (D) mm 
Weight :                 Approx. 0.125 kg 

No. 1740-50  DIGITAL  MIN-MAX  THERMOMETER  MODEL  PC-3500

SPECIFICATIONS
Measuring range:  –50 to 70ºC (External Sensor)
                              –5 to 50ºC (Internal Sensor)
Accuracy:              ±1ºC at 0 to 40ºC 
                              ±2ºC at other range 
Cord length:           3 m, Accordance with JIS C 0920 (Drip-proof)
Dimensions:          67 (W) x 65 (H) x 16 (D) mm
Weight:                  0.05 kg

No. 1060-00  DIGITAL  MIN-MAX  THEMOMETER  MODEL  PC-6800

SPECIFICATIONS
Measuring range:  –50 to 70°C (External Sensor)
                              –5 to 50°C (Internal Sensor)
Accuracy:              ±1°C at 0 to 40°C
                              ±2°C at other range
Cord length:           3 m
Dimensions:          98 (W) x 107 (H) x 20 (D) mm
Weight:                  0.145 kg

U-TUBE  MIN-MAX  THEMOMETER

SPECIFICATIONS
Min. graduation: 1°C
Accuracy: ±1°C
Dimensions: 76 (W) x 220 (H) x 25 (D) mm
Weight: 0.135 kg

No. 1506-00 Measuring range: –20 to 50°C
No. 1506-50 Measuring range: –40 to 50°C

No. 7308-00  MINI-MAX  THERMOMETER
WITH  HYGROMETER

SPECIFICATIONS
Measuring range:  –30 to 50°C for temp.
                              25 to 95%RH for humi.
Accuracy:              ±2°C for temperature
                              ±5%RH (30 to 80%RH, 15 to 25°C) 
                                            for humidity
                              ±8%RH at other range
Dimensions:          180 (W) x 180 (H) x 35 (D) mm
Weight:                  0.24 kg




