
We measure it.

Accessories

Probe type

Humidity/temperature probe 12 mm

Humidity/temperature probe 4 mm

Dimensions
Probe shaft/probe shaft tip

Measuring
range

-20 to +70 °C
0 to 100 %RH

0 to +40 °C
0 to 100 %RH

Accuracy

±0,3 °C
±2 %RH at +25 °C (2 to 98
%RH)
±0,03 %RH/K
± 1 digit

±0,3 °C
±2 %RH at +25 °C (2 to 98 %RH)
±0,08 %RH/K
± 1 digit

Part no.

0572 6172

0572 6174

Humidity/temperature probes

Probes

0449 0047Cable for connecting the data loggers testo 175 and testo 176 to the PC, Mini-USB to USB

0554 8803

0554 1703

0572 0576

0515 1760

0572 0580

0554 1704

0554 1705

0520 0153

0520 0076

0520 0246

0520 0261

SD card - for collecting the measurement data from the data loggers testo 175 and testo 176; 2 GB;
application range to -20 °C

Wall holder (black) for testo 176

Mobile printer for data loggers testo 175/176/184

Battery for testo 176 -1 x TL-5903 AA cell

ComSoft Basic, Basic software for programming and readout of Testo data loggers; graphic and tabular measurement
value presentation as well as export function (if free download with registration not desired)

ComSoft Professional, Pro software incl. data archiving

ComSoft CFR 21 Part 11, Software for requirements according to CFR 21 Part 11 for Testo data loggers

ISO calibration certificate temperature
temperature probe; calibration points -18°C; 0°C; +40°C per channel/instrument

ISO calibration certificate humidity
calibration points 11.3 %RH and 75.3 %RH at +25 °C/+77 °F; per channel/instrument

DAkkS calibration certificate humidity
humidity probe; cal. points 11.3%RH and 75.3%RH at +25°C; per channel/instrument

DAkkS calibration certificate temperature
temp. data logger; cal. points -20°C; 0°C; +60°C; per channel/instrument
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